
	
	

	
	

	
	
	
	
	
	
	
	
	
	
	

	
	

	
	

Ordering	
Code	

Input	
Voltage(VAC)	

CCT	 Wattage	
(W)	

Beam	
Angle	

Lm/W	 Rated	
Life(hrs.)	

CRI	 Light	
Source	

Equivalen
cy	

Certificate	

GD15W4K3	 120-277V	 4000K	 45W	 34°	 105Lm/W	
	

50,000	 >90	 AR111	 100	 cUL,	cRUus	

Yigeda	Lighting	Ltd.			

Product	Description	

• AC	100-270V	50/60Hz	input	voltage	
• AR111	light	source	
• Replaces		200W	halogen	lights	with	a	45W(15W*3)	

power	
• 50000	hours	life	span	
• 3	year	limited	warranty	(please	see	details	on	our	website)	
• cUL,	cRUus	certificated	
• -20°C	to	50°C	operation	temperature	

	 	Optical	Parameter	

Unit:	mm	

Specifications	

Luminous	Intensity	Distribution	Diagram	

	



	

	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	

	
	

Spectrum	Test	Report	

	

Energy	Efficiency	

	 Estimated	Lighting	Costs	Using	a	Standard	
200W	Metal	Halide	Light	

Estimated	Lighting	Costs	Using	a	Yigeda	45W	
Grille	Downlight	

Present	Wattage	 200W	 45W	
x	Annual	Operating	Hours	 3650	hrs	 3650	hrs	

	 =	730,000	Watts	per	year	 =	164,250	Watts	per	year	
÷	1,000	 =	730	kWh	per	year	 =	164.25	kWh	per	year	
×	kWh	rate	($0.10)	 =	$73	per	year	 =	$16.43	per	year	
×	100	lamps	per	space	 =	$7,300	annual	energy	cost	per	space	 =	$1,643annual	energy	cost	per	space	
Total	Estimated	Annual	Energy	Cost	Saving	
Per	Year	

=	$5,657	

This	energy	saving	example	shows	an	application	of	100	lamps	in	a	space	currently	using	a	200W	Metal	Halide	Light	and	Yigeda	LED	45W	Grille	
Downlight,	operating	3,650	hours	per	year	(10	hours	per	day)	at	a	cost	of	$0.10	per	kWh.	

Yigeda	Lighting	Ltd.	 	www.yigeda-lighting.com	

Tel:	+1	604-620-8688					Fax:	+1	604-620-8665	
Add:	1910-1030	W.	Georgia	St,	Vancouver,	B.C.,	Canada.		

	


